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a b s t r a c t 

Herein, the synthesis of MoTe 2 nanosheets by means of Atomic Layer Deposition (ALD) is demonstrated 

for the first time. ALD enables tight control over the thickness and the composition of the deposited ma- 

terial, which are highly appealing features for the nanostructure fabrication. The growth of ALD MoTe 2 
was studied on substrates of different nature, including TiO 2 nanotube (TNT) layers used as active sup- 

porting material for fabricating hierarchical nanotubular MoTe 2 /TNT heterostructure. The combination of 

newly synthesized Te precursor with commercial Mo precursor rendered the growth of 2D flaky MoTe 2 
nanosheets mostly out-of-plane oriented. The as-deposited MoTe 2 was extensively characterized by differ- 

ent techniques which confirmed its chemical composition and revealed 2D flaky nano-crystalline struc- 

tures. In parallel, MoTe 2 /TNT layers were employed to explore and exploit both photo- and electrocatalytic 

properties. The synergy stemming from the out-of-plane MoTe 2 nanosheet orientation, with an optimized 

amount of catalytic active edges, and the fast electron transfer through 1D TiO 2 nanotubes triggered the 

catalytic properties for both, organic pollutant degradation and hydrogen evolution reaction (HER) ap- 

plications. Remarkably, the application of a cathodic potential originated a gradual HER electrochemical 

activation over time driving to a higher current density and an overpotential drop. 

© 2021 The Authors. Published by Elsevier Ltd. 

This is an open access article under the CC BY-NC-ND license 

( http://creativecommons.org/licenses/by-nc-nd/4.0/ ) 
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. Introduction 

Following the discovery of graphene, significant effort s f ocused 

n the search and development of alternative two-dimensional 

2D) materials [ 1 , 2 ]. The unique structural, optical and electronic 

roperties that 2D materials offer in comparison with their bulk 

ounterparts, open new opportunities in a large number of appli- 

ations ranging from optoelectronics and catalysis to sensing and 

anoelectronics [3–8] . Transition metal dichalcogenides (TMDs) are 

ne of the most encouraging members of the 2D family and ma- 
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erials developed. When compared to bulk materials, they pos- 

ess outstanding catalytic properties with greater activity, selec- 

ivity and stability, together with extremely enhanced surface-to- 

olume ratio and the capability of tuning their catalytically ac- 

ive edge sites [ 9 , 10 ]. Importantly, they represent an affordable 

arth-abundant alternative to replace the expensive and low abun- 

ance Pt group metals [ 11 , 12 ]. 2D TMDs have the composition MX 2 

 M = Mo or W; X = S , Se, or Te) and layered structure where a

ingle layer is comprised of a transition metal atoms sheet sand- 

iched between two sheets of chalcogen atoms. The intralayer M- 

 bonds are covalent whereas the layers are held together by weak 

an der Waals forces [2] . In the last years, 2D TMDs such as WS 2 ,

oS 2 and MoSe 2 have been well-studied materials that have at- 

racted growing interest due to its fascinating properties towards 

atalytic applications [13–17] . In contrast, the telluride equivalent 
nder the CC BY-NC-ND license ( http://creativecommons.org/licenses/by-nc-nd/4.0/ ) 
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oTe 2 has been barely studied and has never been synthesized 

y Atomic Layer Deposition (ALD) until this report. MoTe 2 pos- 

esses two stable structures at room temperature, namely semi- 

onducting hexagonal (2H) and metallic monoclinic (1T ′ ) phases, 

he latter presenting a distorted octahedral coordination around 

ach Mo atom [18] . The small formation energy (~0.03 eV) required 

or the phase transformation between the 2H and the 1T’ struc- 

ures gives outstanding phase transition abilities to MoTe 2 [19] . As 

o optical properties, bulk MoTe 2 owns a semiconducting nature 

ith an indirect band gap value of about 1 eV (comparable to Si), 

hile in the monolayer case the direct band gap value is 1.1 eV, 

hich is smaller than that of MoS 2 (1.8 eV) and MoSe 2 (1.88 eV) 

 20 , 21 ]. The electronic conductivity of Te is superior as compared

o S and Se, and a field effect mobility as high as 40 cm 

2 V 

−1 

 

−1 has been reported at room temperature [22] . Those properties 

ave promoted the application of MoTe 2 in (opto-)electronic de- 

ices, (photo)gas sensors and photoelectrochemical cells [23–32] . 

n parallel, great prospects are deposited in energy storage applica- 

ions such as, alkaline-ionic (Li and Na) batteries and supercapaci- 

ors, based on layered MoTe 2 with an interlayer spacing of ~0.7 nm, 

arger than that one of graphene (0.335 nm), MoS 2 (0.615 nm) 

nd MoSe 2 (0.646 nm) [33–38] . The wider interlayer spacing re- 

uces the energy barrier and the ion diffusion resistance in the 

lectrodes. Additionally, MoTe 2 holds encouraging promises in cat- 

lytic applications, in particular towards hydrogen evolution reac- 

ion (HER), basically due its excellent carrier transport properties 

nd low Gibbs free energy of hydrogen adsorption [39–48] . How- 

ver, the performance of bulk MoTe 2 is limited by the low den- 

ity of electrocatalytic active sites. A strategy to circumvent those 

imitations is the synthesis of 2D layered MoTe 2 that brings about 

n important increase of the surface area and the number of cat- 

lytic actives sites [49] . Different methods have been reported for 

he synthesis of nanostructured MoTe 2 including top-down meth- 

ds such as mechanical and liquid exfoliation [ 20 , 25 , 46 , 50 ], and

ottom-up methods, such as reaction of the individual elements 

nder thermal treatment [ 36 , 42 , 43 , 51 ], microwave-synthesis [44] ,

lectrodeposition [ 34 , 47 ], flux method [40] , tellurization of Mo or

o oxide films [ 52 , 53 ], sputtering [18] , molecular beam epitaxy

MBE) technique [54] and chemical vapor deposition (CVD) [ 48 , 53 ]. 

he resulting MoTe 2 has been reported to exhibit varying Mo:Te 

alues, mainly estimated from XPS analysis, exhibiting a whole 

ange of stoichiometries (from a slight excess or deficiency of Te 

 34 , 47 ] to stoichiometric values [ 48 , 53 ]). The impact of Te vacan-

ies on electrocatalytic performance has been explored in a recent 

ork, that described the stoichiometric MoTe 2 (Mo:Te ratio value 

:2) outperformed sub-stoichiometric MoTe 2 , suggesting that the 

ydrogen adsorption occurs preferentially on the tellurium sites 

43] . Although aforementioned methods reported successful MoTe 2 
ynthesis, they show different limitations. While the main disad- 

antages of both liquid and mechanical exfoliation methods lie on 

he difficult scale up and the small size of the flakes, wet chemical 

ethods are generally time consuming, use surfactants and it is 

ard to obtain uniform single-layer nanosheet. Regarding sputter- 

ng and electrodeposition methods, poor large-area uniform thick- 

ess and conformality are the main drawbacks, respectively. Be- 

ides, alternative approaches based on energy irradiation or etch- 

ng oriented to increase the number of MoTe 2 active edges sites 

re strongly limited by the great tendency to oxidation of MoTe 2 . 

n contrast, gas phase methods such as chemical vapor deposition 

ttracted interest for pseudo large-area growth, but the main dis- 

dvantages are the lack of homogeneity of the material deposited 

nd a limited thickness control, which can be enhanced by MBE 

echnique. Thus, ALD is the only vapor phase deposition technique 

eeting a following set of requirements: precise thickness con- 

rol, and uniform and conformal deposition including high aspect- 

atio and 3D nanostructures. Consequently, ALD is the deposition 
2 
ethod of choice by far to attain uniform and conformal deposi- 

ion on high surface-area and complex shape substrates. 

ALD is a well-established deposition technique that in contrast 

o CVD, is based on alternating gas-surface chemical reactions of 

elf-limiting nature. The gas chemical precursors are introduced 

eparately to react with the substrate, followed by a purging step 

ith an inert carrier gas (N 2 or Ar) preventing potential gas phase 

eactions in between the precursors. The limited number of active 

urface sites leads to a self-limiting chemical reaction and lim- 

ts the material growth of an ALD cycle up to a monolayer. The 

LD cycle is repeated until the desired material thickness is at- 

ained. The main benefits of ALD over other deposition techniques 

e.g. CVD or physical vapor deposition (PVD)) stem from the self- 

imiting feature of ALD, which allows exceptional control over the 

hickness and enables depositing materials in a conformal and uni- 

orm fashion on high aspect ratio and 3D structured materials 

55–57] . In the last years, significant effort s have been devoted to 

he ALD synthesis of 2D materials (including oxides, sulphides, se- 

enides and tellurides), being TMDs one of the most promising 2D 

aterials family for a wide number of applications. Some recent 

eviews provide more detailed information [58–60] . 

Herein, the synthesis of MoTe 2 by ALD is demonstrated for the 

rst time using novel Te precursor and commercial Mo precursor. 

he as-deposited MoTe 2 grew as 2D flaky nanosheets (increasing 

trongly the number of edge sites) mostly out-of-plane oriented 

maximizing the exposed active edges). Rationally designed hier- 

rchical structures ALD MoTe 2 /1D TiO 2 nanotube layers (TNT lay- 

rs) were fabricated in a simple and fast fashion in order to as- 

ess and exploit the photo- and electrochemical properties of ALD 

ynthesized MoTe 2 nanosheets. The choice of TNT layers (5 μm- 

hick) as supporting platform was based on the synergistic effect 

asically due to the unique tubular architecture, enhanced charge 

ransfer, the semiconducting nature of TiO 2 , chemical stability and 

igh surface-area ratio. Hence, the combination of ALD MoTe 2 
anosheets deposited on 1D TNT layers yielded superior photo- 

nd electrocatalytic properties, verifying the synergistic properties 

or both, organic dye degradation and HER applications. Notably, 

 gradual electrochemical activation was observed under applying 

oth, a constant cathodic potential and a potential sweep via cyclic 

oltammetry. 

. Experimental methods 

.1. TiO 2 nanotube layers fabrication 

The self-organized TNT layers were fabricated via electrochem- 

cal anodization of Ti foils as described in our previous works [61] . 

he as-prepared amorphous 5 μm-thick TNT layers turned into 

natase phase upon post-annealing process in a muffle oven at 

00 °C for 1 h [62] . 

.2. Synthesis of Te precursor 

Cyclic silyltelluride was prepared via a modified procedure sim- 

lar to that reported by Herzog and Rheinwald ( Scheme 1 ) [63] .

he synthesis was carried out under strictly argon atmosphere and 

reshly distilled solvents were always used. Target Te-precursor 1 is 

 moisture- and light-sensitive compound. However, no decompo- 

ition was observed if stored under an inert atmosphere at –5 °C 

or one month. This is in high contrast to formerly reported ex- 

remely high air- and light-sensitive (Me 3 Si) 2 Te or (Et 3 Si) 2 Te that 

e have also encountered [64] . The latter two silyltellurides are 

urrently the most used Te precursors for ALD [65–67] . Differen- 

ial scanning calorimetry (DSC) measurement of 1 showed good 

olatility without decomposition (see the Supporting Information, 

igs. S1–S6, for more details). 
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Scheme 1. Reaction pathway towards cyclic silyltelluride 1 . 
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.3. Synthesis of MoTe 2 by atomic layer deposition 

The deposition of MoTe 2 was carried out in a custom-made 

hermal ALD system at chamber pressure 2 mbar applying a depo- 

ition temperature of 270 °C. The growth of ALD MoTe 2 was stud- 

ed on different substrates: microscope blank glass slides, annealed 

itanium foil, silicon wafer and TNT layers. The Mo precursor was 

oCl 5 (Strem, anhydrous 99.6%), and novel cyclic silyltelluride 1 

as used as the Te precursor (see the Supporting Information for 

ts synthesis). They were heated up to get sufficiently high va- 

or pressure at 120 and 175 °C, respectively. Immediately before 

tarting the ALD process, 5 pulses (500 ms) of ultrapure water (18 

 � cm 

−1 ) were applied to increase the number of hydroxyl ac- 

ive sites on the substrates surface. One ALD cycle was defined by 

he subsequent sequence: Te precursor (1 s) – N 2 purge (5 s) –

o precursor (800 ms) – N 2 purge (5 s). The number of cycles 

pplied were 20, 60, 180, 250, 360, 500, 540, 10 0 0 and 150 0. N 2 

99.999%) was used as carrier gas at a flow rate of 40 standard 

ubic centimetre per minute (sccm). Additionally, ALD processes 

pplying different Te dose (for a Mo dose constant of 800 ms) 

ere conducted, namely 250, 10 0 0 and 150 0 ms. Corresponding 

EM top view images from annealed Ti foils and Si wafer, together 

ith the SEM cross-section of the Si wafer, are shown in the Fig. 

7. The proposed gas-to-solid phase reaction mechanism of cyclic 

ilyltelluride 1 with MoCl 5 involves favourable exchange of Lewis 

cid-base pairs as predicted previously by Pore et al. [65] . The 

rowth of MoTe 2 is accompanied by a formation of volatile 1,2- 

ichlorotetramethyldisilane as by-product (see Scheme S1 in the 

upporting Information). 

.4. Characterization techniques 

The evaluation of the structure and morphology of the MoTe 2 
NT layers was conducted by field emission scanning electron mi- 

roscope (FE-SEM) JEOL JSM 7500F and a high-resolution transmis- 

ion electron microscope (HRTEM) Thermo Fisher Scientific Titan 

hemis 60–300, operated at 300 kV and equipped with a C s image 

berration corrector, a high angle annular dark field detector for 

canning transmission electron microscopy (STEM-HAADF) imag- 

ng, and Super-X energy dispersive X-ray (EDX) spectrometer with 

our 30 mm 

2 windowless detectors for STEM-EDX analysis. 

The surface chemical composition of MoTe 2 was monitored 

y X-ray photoelectron spectroscopy (XPS) (ESCA2SR, Scienta- 

micron) using a monochromatic Al K α (1486.7 eV) X-ray source. 

he binding energy (BE) scale of the spectra was corrected taking 

he Mo-Te component peak at 227.7 eV in Mo 3d as a Ref. [68] . The

ata analysis was performed with CasaXPS program (Casa software 

td). 

X-ray diffraction (XRD) analysis was carried out using Panalyt- 

cal Empyrean with Cu tube and Pixcel3D detector. Grazing inci- 

ence XRD was performed to obtain diffraction peaks of the as- 

eposited MoTe 2 . The incident angle was 1 °. The patterns were 

ecorded in range of 5 – 65 °, step size was 0.026 °. 
Spectroscopic ellipsometry was carried out on VASE ellipsome- 

er (Woollam Ltd.) for various incidence angles (50 °, 60 °, 70 °, 80 °)
3 
nd in spectral range covering NIR, VIS and UV. Besides ellip- 

ometry parameters also nearly normal incidence reflectance spec- 

ra were recorded with the same instrument. All obtained optical 

pectra were numerically treated simultaneously by VASE software. 

The photoresponse measurements of MoTe 2 TNT layers were 

arried out in an aqueous 0.1 M Na 2 SO 4 at 0.4 V vs. Ag/AgCl 

n the spectral range from 300 to 800 nm. A photoelectric 

pectrophotometer (Instytut Fotonowy) with a 150 W Xe lamp 

nd a monochromator with a bandwidth of 10 nm connected 

ith a modular electrochemical system AUTOLAB (PGSTAT 204; 

etrohmAutolab B. V.; Nova 1.10 software) was used for the pho- 

oresponse measurements. Photocurrent stability tests were carried 

ut by measuring the photocurrent produced under chopped light 

rradiation (light/dark cycles of 10 s). 

The photodegradation of methylene blue solution (MB, initial 

oncentration 1 × 10 −5 M) was used to determine photocatalytic 

egradation activities of all samples. Prior to all measurements, dye 

dsorption/desorption equilibrium was attained by immersing the 

amples in 3.5 mL of the MB solution for 60 min with constant 

tirring. Afterwards, the samples were irradiated by a LED-based 

V lamp (10 W, λ= 365 nm ± 5 nm) or VIS lamp (10 W, λ= 410–

25 nm). An UV–VIS spectrometer (S-200, Boeco) at a wavelength 

f 670 nm was employed to determine the absorbance of the MB 

olution periodically (10 or 30 min steps) to monitor the degrada- 

ion rate. 

The electrocatalytic activity of the MoTe 2 /TNT layers towards 

ER was evaluated by cyclic voltammetry (CV) in 0.5 M H 2 SO 4 

n the potential range from + 0.1 V to −1 V vs Ag/AgCl using a

tandard three electrode setup. The scan rate was 2 mV/s. The first 

egative scan for all MoTe 2 /TNT layers is shown in the polariza- 

ion curves. The potentials were quoted against the reversible hy- 

rogen electrode (RHE) using the Eq. (1) , and the current densities 

ere normalized to the macroscopic surface area of the samples 

xposed to the solution. 

 RHE = E + (0.059 V) pH + E 

0 
ref vs SHE (1) 

ith E 0 ref vs SHE = 0.237 V, being the standard potential of the 

g/AgCl reference electrode vs the standard hydrogen electrode 

SHE). 

Chronoamperometry was carried out for the TNT layers coated 

ith 250 and 1500 MoTe 2 ALD cycles in 0.5 M H 2 SO 4 at −550 mV

or 48 h. The potentials were converted to the reversible hydrogen 

lectrode (RHE) scale by using the Eq. (1) . 

. Results and discussion 

.1. Characterization 

The morphology characterization of the as-deposited MoTe 2 
as carried out by means of SEM. The growth of MoTe 2 by ALD 

as explored on substrates of different nature such as, glass, an- 

ealed Ti foil (with TiO 2 surface in the anatase phase) and silicon 

afer (with SiO 2 surface). As-deposited MoTe 2 exhibited 2D flaky 

anosheets structure randomly oriented regardless the substrate as 
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Fig. 1. SEM top-view images at two different magnifications of the 5 μm-thick TNT 

layers decorated with a different number of MoTe 2 ALD cycles: 250, 500, 1000 and 

1500. 
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Fig. 2. (a) HR-TEM image showing the multilayered MoTe 2 nanostructure deposited 

upon 1500 ALD cycles; (b) Locally amplified HR-TEM of the multilayered MoTe 2 
nanostructure, where an interlayer spacing of around 0.69 nm was estimated; (c) 

corresponding Fast Fourier Transform pattern, where the measured radii 1.401 nm 

−1 

and 2.780 nm 

−1 were about 0.71 nm in the real space value, confirming the as- 

deposited MoTe 2 interlayer spacing ( ≈ 0.7 nm); d) STEM HAAD image of a fragment 

of 5 μm-thick TNT decorated with MoTe 2 nanosheets upon 1500 ALD cycles; (e–h) 

The corresponding STEM EDX elemental maps which exhibit the distribution of (e) 

Mo(L), (f) Te(L), (g) O(K) and (h) Ti(K). 
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hown in the Fig. S8. Likewise, TiO 2 nanotube layers (TNT layers) 

ecorated with a different number of MoTe 2 ALD cycles were char- 

cterized by SEM, as displayed in Fig. 1 . 

Therein, one can observe how MoTe 2 nanosheets decorated the 

nner and outer parts of the TNTs surface including the deep- 

st (bottom) inner part (Fig. S9), and their growth along with an 

ncreasing number of ALD cycles. Unambiguously, the MoTe 2 re- 

ealed a 2D flaky structure when a high ALD cycle number was 

mployed. As-deposited MoTe 2 deposited on TNT layers upon 1500 

LD cycles were characterized by transmission electron microscope 

TEM), revealing multilayered MoTe 2 nanostructure as shown in 

ig. 2 a-b. Characteristic interlayer distance, estimated from the HR- 

EM image, was ca . 0.69 nm ( Fig. 2 b). This distance was further

onfirmed by the corresponding Fast Fourier transform (FFT) mea- 

urements ( Fig. 2 c), and revealed a great match with MoTe 2 inter- 

ayer spacing (0.7 nm). The energy-dispersive X-ray spectroscopy 

EDX) elemental map allowed to confirm the uniform and homoge- 

eous presence of Mo ( Fig. 2 e) and Te ( Fig. 2 f) species all along the

NT walls upon 1500 ALD cycles. Additionally, STEM EDX analysis 

as conducted in the selected area, marked in Fig. S10a, in order 

o determine the chemical composition of the as-deposited MoTe 2 
anosheets. Fig. S10b and c show a high-magnification bright field 

EM image and STEM-elemental map of the area enclosed, respec- 

ively. The latter exhibits a color-mix overlay of Ti-Mo-Te maps 

llowing to discern the interface between the TNT and the as- 

eposited MoTe 2 , which is characterized by EDX in two different 

reas, denoted as area 1 and 2. The Mo and Te quantification was 

ased on the L lines Mo(L) and Te(L) from the corresponding EDX 
4 
pectra shown in Fig. S11. The resulting Te:Mo ratio values of ≈ 1.7 

area #1) and ≈ 1.5 (area #2) calculated from the corresponding 

uantification (shown in Table S1), suggested sub-stoichiometric 

oTe 2 with Te deficiency (dichalcogenide vacancies). 

Grazing Incident X-Ray Diffractometry (GI-XRD) revealed poly- 

rystalline nature of the as-deposited MoTe 2 upon 1500 ALD cycles 

n TNTs. The diffraction peaks observed in the GI-XRD pattern (Fig. 

12) at 2 θ ~ 12.2 °, ~29.2 °, ~32.3 ° and ~50.8 ° matched well with the 

0 02), (10 0), (102) and (110) planes. GI-XRD patterns corresponding 

o TNT layers decorated with lower a number of MoTe 2 ALD cycles 

nly exhibited TiO 2 anatase diffraction peaks. This was ascribed to 

he small crystalline domains within the MoTe 2 . 

The surface chemical composition of the as-deposited MoTe 2 
anosheets was analysed by X-Ray Photoelectron Spectroscopy 

XPS). Fig. S13 shows the XPS survey spectra for 180, 360 and 1500 

oTe 2 
ALD cycles, where traces of Si indicate the minor presence of 

eaction by-products (Te-precursor 1 contains Si atoms). The left 

olumn of Fig. 3 shows the deconvolution of the XPS high reso- 

ution spectra of Mo 3d obtained from the TNT layers decorated 

ith 180, 360 and 1500 MoTe 2 ALD cycles. Valuable insight into 

he chemical composition of the ALD MoTe 2 /TNT layers surface was 

rovided by detailed deconvolution, in particular for the low-cycle 
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Fig. 3. XPS high-resolution spectra of deconvoluted Mo 3d and Te 3d peaks corresponding to 180, 360 and 1500 MoTe 2 ALD cycles. 
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LD processes (180 and 360 ALD cycles). Mo(IV)-Te exhibited two 

eaks at 227.7 and 230.8 eV corresponding to spin-orbit splitting 

o 3d 5/2 and Mo 3d 3/2 confirming the growth of MoTe 2 . The asym- 

etric shape in the Mo 3d signal, observed in the components cor- 

esponding to the Mo-Te bonds, has been previously ascribed to 

T’ MoTe 2 phase [ 18 , 69–71 ]. Significantly, the chemical reaction of 

oth, the Te precursor with the hydroxyl groups and the follow- 

ng reaction of the resulting chemisorbed counterpart with the Mo 

recursor was confirmed by the peak corresponding to the pres- 

nce of Mo-Te-O bonds ~229.7 eV (Mo3d 5/2 ). Additional peaks re- 

ealed the presence of different chemical environments. Thus, the 

inding energies (BE) corresponding of these peaks matched well 

ith the presence of Mo(VI) at ~232.2 eV (Mo3d 5/2 ), Mo(V) at 

231.3 eV (Mo3d 5/2 ) and Mo(IV)-O bonds at ~230.2 eV (Mo3d 5/2 ). 

he origin of those species is ascribed to a substrate interface 

ffect stemming from the low-cycle ALD stage, when remaining 

vailable hydroxyl groups from the TNT layers surface reacted with 
5 
oCl 5 as it was introduced into the ALD chamber, in line with ob- 

ervations in a recent work [72] . Along with an increasing number 

f ALD cycles a strong fading of those peaks takes place, indicating 

hat the formation of embedded MoO x species was restricted to a 

ubstrate interface effect (the only source of hydroxyl groups). The 

ight column of Fig. 3 contains the corresponding deconvoluted 

PS high resolution spectra of Te 3d. The deconvolution allowed 

o identify the presence of (i) two main Te-Mo peaks located at 

572.5 eV and ~582.9 eV attributed to Te 3d 5/2 and Te 3d 3/2 con- 

rming the deposition of MoTe 2 , (ii) Mo-Te-O bonds at ~573.9 eV 

nd ~584.3 eV corroborating the chemical reaction between both 

o and Te precursors; (iii) two small peaks at ~576.3 eV and 

586.7 eV corresponding to Te-O bond. The lack of any oxygen 

ource during the ALD process (use of oxygen-free precursors) and 

he strong tendency towards oxidation would suggest that the ori- 

in of the Te-O bond is due to the exposition to air [73] . Fig. S14

hows the XPS high-resolution spectra of deconvoluted Mo 3d and 
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Fig. 4. Photocatalytic decomposition rates of MB for blank TNT layers and TNT 

layers decorated with 20, 60, 180 and 360 MoTe 2 ALD cycles under (a) UV light 

(365 nm) and (b) visible light (415–425 nm). Dashed lines are provided as a guide 

to the eye. 

Table 1 

Photocatalytic (pseudo-first order) ki- 

netic rate constants ( k ) of MB degra- 

dation upon UV illumination (365 nm, 

LED array) for blank TNT layers and 

their counterparts decorated with a dif- 

ferent number of MoTe 2 ALD cycles. The 

kinetic rate constant values were ob- 

tained by linear fitting of the curves ex- 

hibited in Fig. 4 a. 

Sample k (min −1 ) 

Blank 0.0117 

20 ALD cycles 0.0251 

60 ALD cycles 0.0330 

180 ALD cycles 0.0391 

360 ALD cycles 0.0414 
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M

e 3d peaks corresponding to titanium foil and silicon wafer upon 

eposition of 1500 MoTe 2 ALD cycles verifying the ALD deposition 

f MoTe 2 . 

.2. Photoelectrochemical properties 

The photoelectrochemical characterization of blank and ALD 

oTe 2 /TNT layers was conducted in the wavelength range from 

0 0 to 80 0 nm. The obtained incident photon-to-electron conver- 

ion efficiencies (IPCE) are shown in Fig. S15a. Significant IPCE val- 

es of up to 65% and 70% were recorded upon 20 and 60 MoTe 2 
LD cycles respectively, in comparison with the blank counterpart 

up to 34%) in the UV region. As to the visible spectral region, the 

igh band gap energy of anatase TiO 2 E g ~3.2 eV ( ≈ 387 nm) hin-

ered the photoresponse of the blank TiO 2 NTs, while extended 

hotoresponse was observed for TNT layers decorated with 180 

oTe 2 ALD cycles, being photoactive in the visible light range due 

o a narrower band gap. The enhancement of the photoelectro- 

hemical properties in the UV region after the deposition of few 

oTe 2 ALD cycles is ascribed to the effective passivation of the 

urface defects (oxygen vacancies and traps) within the TNT walls 

pon low-cycle MoTe 2 ALD stage [74–76] . Such surface defect pas- 

ivation, together with the band offset at the MoTe 2 /TiO 2 interface 

nd the associated built-in electric field drive to efficient charge 

arrier separation (longer lifetimes of the photo-generated charge 

arriers) resulting in a more effective separation, transfer and col- 

ection of the charge carriers, as demonstrated by a superior pho- 

oresponse. However, the deposition of 360 MoTe 2 ALD cycles was 

ound detrimental to the photoelectrochemical properties, and led 

o lower IPCE values. It is mainly ascribed to a growing num- 

er of stacking MoTe 2 layers, which basically depresses both the 

harge carrier separation efficiency, and the inherent low electron 

onductivity in perpendicular direction to the basal MoTe 2 planes. 

he separation efficiency of the photo-generated charge carriers 

as further assessed via photocurrent transients recorded over a 

ange of wavelengths both in UV (350–370 nm) and visible (400–

20 nm) region (see Fig. S15b). The ALD MoTe 2 TNT layers dis- 

layed higher photocurrent response than that of the blank coun- 

erpart. The improved charge carrier separation efficiency produced 

y the deposition of MoTe 2 was confirmed by a sharp photocurrent 

ensity increase/drop under ON/OFF irradiation cycles, both in the 

V and visible light regions. 

.3. Optical properties 

Ellipsometric and reflectance spectra were modelled against a 

odel sample consisting of c-Si substrate covered by 2D MoTe 2 
anostructured film. The thin native oxide of c-Si substrate fitted 

ell with the thickness determined by preliminary measurements 

n blank Si substrate. The 2D nanostructured MoTe 2 film was mod- 

lled as an homogenous single layer with optical constants ap- 

roximated by two-phase (MoTe 2 and voids) Bruggeman effective 

edium theory [77] . Dielectric function of MoTe 2 was parameter- 

zed by the sum of two Gauss and one Drude oscillators. Value 

f filling factor of 50% was roughly estimated from the film sur- 

ace topology. Simultaneous fitting of ellipsometry and reflectance 

pectra provided optical constants of 2D flaky MoTe 2 nanosheets, 

hich are presented in Fig. S16 in the form of photon energy de- 

endence of its refractive index and the extinction coefficient. Ob- 

ained spectra are close (in both spectral trends and absolute val- 

es) to recently reported complex refractive index of MoTe 2 syn- 

hetized in 1T’ phase [78] . Moreover, they significantly differ from 

xciton populated optical constants of MoTe 2 in 2H phase. There- 

ore, we suppose that the 2D MoTe 2 flaky nanosheets investigated 

n this study present mainly semimetal character that corresponds 

o 1T’ phase. 
6 
.4. Photocatalytic properties 

The photocatalytic activity of the different ALD MoTe 2 /TNT lay- 

rs was explored by the photodegradation of an organic model dye 

methylene blue, MB) under UV (365 nm) and visible light irra- 

iation (410–425 nm). Fig. 4 a displays the photocatalytic activity 

nder UV light (365 nm) of both blank TNT layers and their ALD 

oTe 2 decorated counterparts, exhibiting pseudo-first order degra- 

ation kinetic. A higher number of MoTe 2 ALD cycles drove to 

nhanced degradation kinetics, as reflected by the corresponding 

hotocatalytic kinetic rate constants (shown in Table 1 ), obtained 

rom the linear fitting of the curves (dashed lines): 

ln 

(
C 

Co 

)
= − kt (2) 

here C o and C are MB concentrations at the beginning and at 

ime t , respectively, and k is the pseudo-first order kinetic rate con- 

tant. 

After 90 min, the original MB concentration was reduced down 

o approx. 36.0, 10.4, 5.15, 2.96 and 2.47% of its initial value for 

he blank TNT layers, and TNT layers decorated with 20, 60,180 

nd 360 MoTe 2 ALD cycles, respectively. MB degradation rates en- 

anced up to five times, as compared to the blank counterpart. The 

nhancement of the photocatalytic properties was based on a dou- 

le effect provided by the deposition of MoTe 2 nanosheets, namely, 

i) a higher incident light absorption and (ii) a greater amount 

f available redox active species, generated at the electrolyte- 

oTe /TNT layers. 
2 
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Table 2 

Coefficient A (for TNT layers with 20 and 60 MoTe 2 ALD cy- 

cles) and constant ( k ) values (for TNT layers with 180 and 

360 MoTe 2 ALD cycles) of MB degradation upon the visible 

light illumination (415–425 nm, LED array). The coefficient 

A and kinetics rate constant values were obtained by fitting 

of the curves shown in Fig. 4 b. 

Sample k (min −1 ) A 2 (min −1 ) 

20 ALD cycles 0.0066 

60 ALD cycles 0.0272 

180 ALD cycles 0.0409 

360 ALD cycles 0.0073 
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Table 3 

Overpotential at the cathodic current density of 10 mA cm 

−2 and Tafel 

slope obtained for the TNT layers decorated with a different number of 

MoTe 2 ALD cycles in 0.5 M H 2 SO 4 solution. 

Sample 

Overpotential for 

−10 mA cm 

−2 (mV) 

Tafel slope 

(mV/dec) 

60 ALD cycles 451 142 

250 ALD cycles 373 108 

500 ALD cycles 383 103 

1000 ALD cycles 439 107 

1500 ALD cycles 478 101 
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The MB photodegradation was performed also under visible 

ight illumination (where TiO 2 is catalytically inactive) in order to 

valuate the photocatalytic activity strictly ascribed to the MoTe 2 
anosheets photoactivity (as shown in Fig. 4 b). After 90 min TNT 

ayers decorated with 20, 60, 180 and 360 MoTe 2 ALD cycles ren- 

ered a drop of the MB concentration to approx. 46.4, 20.4, 2.6 

nd 49.4% of its initial value, respectively. The poor catalytic per- 

ormance under visible light exhibited by the TNT layers deco- 

ated with 360 ALD cycles is ascribed to the shorter lifetime of the 

hotogenerated redox active species produced by the larger MoTe 2 
anosheets size, as described in Section 3.2 . TNT layers decorated 

ith 20 and 60 MoTe 2 ALD cycles displayed a deviation from first- 

seudo order kinetics, which was also recently observed in 2D 

oSe 2 nanosheets grown by ALD on TNT layers [79] . Therein, af- 

er ruling out experimentally the (photo)degradation of the MoTe 2 , 

he experimental data were found to exhibit a 
√ 

t time dependence 

ollowing the next expression: 

n ( C/Co ) = −A 

√ 

t (3) 

here ln (C/C o ) is the MB degradation rate as in Eq. (2) and A is

 coefficient, whose value allows best curve fitting. The coefficient 

 

2 (with the same units as a reaction rate coefficient of first or- 

er, i.e. min 

−1 ) was related to the degradation rate and the num- 

er of available catalytic active sites. Basically, Eq. (3) describes 

 diffusion-controlled catalytic process to which the experimen- 

al data from ALD MoTe 2 /TNT layers decorated with 20 and 60 cy- 

les fitted well, and whose corresponding A 

2 coefficient values are 

hown in the Table 2 . 

The physical and chemical stability of MoTe 2 /TNT layers was as- 

essed by SEM and XPS analysis conducted before and after photo- 

atalytic performance. XPS revealed a significant oxidation degree 

f the MoTe 2 after photocatalytic performance, indicating a poor 

hemical stability of the MoTe 2 in aqueous solution (see Fig. S17). 

he lack of published works in the literature reporting the photo- 

atalytic properties of MoTe 2 towards MB degradation prevent any 

erformance comparison. 

.5. Electrocatalytic properties 

The electrocatalytic activity of the MoTe 2 / TNT layers was as- 

essed by HER process, whose steps in acidic solution can be sum- 

arized by the Eqs. (4 )–(6) shown below. Thus, adsorbed hydrogen 

s formed in a first step via the reduction of hydronium ion (H 3 O 

+ )
n a catalyst active site (the discharge step or Volmer reaction, 

q. (4) ), followed by molecular H 2 formation, which might occur 

ither via electrochemical desorption by the transfer of a second 

ydronium ion (Heyrovsky step, Eq. (5) ) or by the recombination 

f two adsorbed protons (Tafel step, Eq. (6) ): 

 3 O 

+ + e − + 

∗ → H ads + H 2 O (4) 

 ads + H 3 O 

+ + e − → H 2 + H 2 O (5) 

H → H 2 (6) 
ads 

7 
here ∗ denotes an active site on the catalyst surface and H ads an 

dsorbed hydrogen atom on a catalyst active site. The HER polar- 

zation curves within a cathodic potential window and the corre- 

ponding Tafel slopes obtained in 0.5 M H 2 SO 4 solution for the 

ifferent MoTe 2 /TNT layers samples are shown in Fig. 5 a and b, 

espectively. The strong reduction of the overpotential values re- 

uired to deliver a current density of −10 mA cm 

−2 as compared 

o that one of the blank TNT layers, verified the benefits on the 

lectrocatalytic properties of the MoTe 2 . The corresponding over- 

otential value and Tafel slope are displayed in Table 3 . 

The results showed that the lowest overpotential value was ob- 

ained for samples with 250 and 500 MoTe 2 ALD cycles, while 

 lower or higher number of MoTe 2 ALD cycles led to an in- 

rease of the overpotential value. The underlying reason for the 

ower performance of MoTe 2 ALD cycles (60) is the smaller size of 

oTe 2 nanosheets. Those offer a lower number of catalytic active 

ites for H adsorption and the HER slowed down, as Tafel slope 

alue indicated. In contrast, a higher number of MoTe 2 ALD cy- 

les (10 0 0 and 150 0) exhibited an increased overpotential value 

uggesting lower electrical conductivity, a fact accounted to larger 

oTe 2 nanosheets comprised of a higher number of stacked lay- 

rs. Nevertheless, the HER kinetics exhibited by most samples was 

omparable (similar Tafel slope values), including the samples with 

 high number of MoTe 2 ALD cycles (10 0 0 and 1500). Those own 

arger MoTe 2 nanosheets that provide a higher number of available 

atalytic active sites for H adsorption. The experimental Tafel slope 

alues (~ 110–100 mV/dec) indicated that Volmer reaction ( Eq. (4) ) 

as the rate-determining step, i.e., the charge transfer reaction. 

oTe 2 /TNT layers HER electrochemical properties were compared 

o MoTe 2 HER results reported in the literature (see Table 4 ). How- 

ver, such comparison is difficult, basically due to several factors 

uch as MoTe 2 synthesis method, morphology, and supporting ma- 

erial, among others. 

The assessment of the long-term stability in 0.5 M H 2 SO 4 was 

arried out applying a constant cathodic overpotential value of 

550 mV for 48 h to the MoTe 2 /TNT layers with 1500 ALD cy- 

les. Remarkably, a constant and gradual enhancement of the HER 

lectrochemical activity over time was observed and illustrated 

y a dramatic increasing of the initial current density of ~ 840% 

from 2.8 to 23.5 mA cm 

−2 ) as shown in Fig. 5 c. In the case

f the MoTe 2 /TNT layers with 250 ALD cycles the current den- 

ity enhancement after 48 h was ~325% (see Fig. S18a). Cyclic 

oltammetry measurements using the MoTe 2 /TNT layers with 1500 

LD cycles, conducted before and after chronoamperometry, cor- 

oborated the electrochemical activation by an overpotential value 

f −212 mV, what means a reduction of ~45% of the initial 

alue ( −479 mV before electrochemical activation) as displayed in 

ig. 5 d. One must note that the corresponding Tafel slope after 

hronoamperometry (see Fig. S19) did not vary (~ 102 mV/dec), 

isclosing that electrochemical activation did not affect the rate- 

etermining step (Volmer step). Interestingly, the potential sweep 

in the potential range from + 0.1 to −1 V) applied by cyclic 

oltammetry also triggered an electrochemical activation as shown 
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Fig. 5. (a) HER polarization curves obtained for TNT layers decorated with different number of MoTe 2 ALD cycles and (b) the corresponding Tafel plots in 0.5 M H 2 SO 4 
solution; dashed lines are provided as a guide to the eye. (c) Chronoamperometry profile over 48 h applying an overpotential value of −550 mV using MoTe 2 /TNT layers with 

1500 ALD cycles exhibiting the gradual and constant electrochemical activation undergone by the sample. (d) Comparison of the current densities achieved by MoTe 2 /TNT 

layers with 1500 ALD cycles before and after the chronoamperometric performance revealing a drop of 266 mV in the initial overpotential at −10 mA cm 

−2 value. 

Table 4 

Comparison of characteristic electrochemical parameters of MoTe 2 /TNT layers with reports in the literature on the use of MoTe 2 as catalysts for HER. 

Catalyst MoTe 2 synthesis method Overpotential at −10 mA cm 

−2 (mV vs RHE) Tafel slope (mV/dec) Reference 

1T’ - MoTe 2 /C cloth CVD −230.7 127.1 [39] 

2H - MoTe 2 Flux method −650 184 [40] 

1T’ - MoTe 2 Flux method −356 127 [40] 

1T’ - MoTe 2 Electrochemical method −356 127 [41] 

Pt/1T’ - MoTe 2 Electrochemical method −23 22 [41] 

MoTe 2 /graphene Microwave-synthesis −150 94.5 [44] 

1T ′ - MoTe 2 /glassy C Chemical exfoliation −380 57 [45] 

MoTe 2 Liquid exfoliation −309 118.9 [46] 

1T’ - MoTe 2 /PyC/SiO 2 Electrodeposition& thermal treatment −460 (vs Ag/AgCl) 69 [47] 

2H - MoTe 2 Thermal treatment powder mixture −650 159 [51] 

1T’ - MoTe 2 Thermal treatment powder mixture −340 78 [51] 

MoTe 2 /TiO 2 NTs ALD −373 108 This work 
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n the Fig. S18b. Therein, a reduction of ~80 mV of the overpoten- 

ial value (i.e., a drop of ~ 20% of the initial value) at a current 

ensity of −10 mA cm 

−2 was found after running cyclic voltam- 

etry (300 CVs) with the MoTe 2 /TNT layers decorated with 250 

oTe 2 ALD cycles (see inlet Fig. S18b). 

In order to evaluate the chemical and structural stability of 

oTe 2 /TNT layers with 1500 ALD cycles sample after chronoam- 

erometry performance, XPS and SEM analyses were conducted 

nd shown in Fig. S20. SEM images exhibited excellent physical 

ntegrity of both the TNT layers and the ALD MoTe 2 nanosheets. 

urthermore, XPS high-resolution spectrum of Mo 3d showed an 

xcellent chemical stability with no changes in the chemical sur- 

ace composition. Notably, XPS high-resolution spectrum of Te 3d 
8 
evealed a meaningful strong decrease of the Te-O peaks, i.e., Te 

ites underwent a reduction process. Hence, the XPS experimen- 

al results suggested that the origin of the electrochemical acti- 

ation would stem from electron doping of Te sites under reduc- 

ive bias triggering the electrochemical activity of the ALD MoTe 2 
anosheets. This phenomenon is in line with recently reported 

orks on nanocrystalline MoTe 2 by Mc Glynn et al., who ascribed 

he origin of MoTe 2 electrochemical activation to be of electronic 

ature rather than chemical or morphological changes of the cata- 

yst [ 42 , 43 ]. Therein, computational analysis suggested that the ori- 

in of the electrochemical activation under the application of re- 

uctive bias was an electron doping, along with a MoTe 2 distor- 

ion caused by H adsorption on certain Te sites. Most remarkable, 
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t was claimed that the electrochemical improvement occurred on 

he inactive basal planes rather than on edge sites. This scenario 

ould match well with the physical interpretation by which the 

forementioned overpotential drop and gradual and constant in- 

rease of the current, would be caused by the constant formation 

f available new active sites to the H adsorption. 

. Conclusions 

The synthesis of MoTe 2 by means of ALD was demonstrated for 

he first time. The growth of MoTe 2 as 2D flaky nanosheets out-of- 

lane oriented was obtained by combining commercial Mo precur- 

or with newly synthesized Te precursor. The nanosheet morphol- 

gy enhanced the number of active edges sites, and out-of-plane 

rientation maximized the exposed active edges what boosted the 

oTe 2 nanosheets catalytic properties. The MoTe 2 photo- and elec- 

rocatalytic properties were assessed by MoTe 2 /TNT layers het- 

rostructures fabricated by a fast and simple process. Excellent 

hoto- and electrocatalytic properties were revealed towards or- 

anic dye degradation and hydrogen evolution reaction. Remark- 

bly, electrochemical activation was observed applying both con- 

tant cathodic potential and cyclic voltammetry. Subsequent XPS 

nalysis demonstrated an excellent chemical stability of the ALD 

oTe 2 nanosheets and suggested a Te reduction effect observed 

nder cathodic bias as a potential origin of the electrochemical ac- 

ivity. 
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